QUIZ

"HANDLING COMPRESSED GAS CYLINDERS IN THE LABORATORY"

Name: ___________________________  Date: ___________________________

1. True or False... The proper way to move a compressed gas cylinder is by using a handtruck, preferably a four-wheeled one?
   ___ True
   ___ False

2. Which of the following are ways to store pressurized gases?
   ___ "Standard compression."
   ___ As a liquid.
   ___ Dissolved in a solvent.
   ___ All of the above.

3. True or False... "Pressure Relief Devices" (PRDs) control the speed at which a gas comes out of cylinder?
   ___ True
   ___ False

4. True or False... The purpose of a regulator is to decrease the "delivery pressure" of compressed gases to a usable and safe level?
   ___ True
   ___ False

5. True or False... A good way to tell what type of gas is in a cylinder is by the color the cylinder is painted?
   ___ True
   ___ False

6. Cylinders that containing corrosive gases should not be stored for more than how many months?
   ___ 3 months.
   ___ 6 months.
   ___ 9 months.
   ___ 12 months.

7. True or False... Cylinders contain flammable gases and cylinders containing oxidizers can be safely stored together?
   ___ True
   ___ False
QUIZ

"HANDLING COMPRESSED GAS CYLINDERS IN THE LABORATORY"

PRESENTER'S COPY...WITH ANSWERS

1. True or False... The proper way to move a compressed gas cylinder is by using a handtruck, preferably a four-wheeled one?
   - True
   - False

2. Which of the following are ways to store pressurized gases?
   - "Standard compression."
   - As a liquid
   - Dissolved in a solvent.
   - All of the above.  
   - True

3. True or False... "Pressure Relief Devices" (PRDs) control the speed at which a gas comes out of cylinder?
   - True
   - False

4. True or False... The purpose of a regulator is to decrease the "delivery pressure" of compressed gases to a usable and safe level?
   - True
   - False

5. True or False... A good way to tell what type of gas is in a cylinder is by the color the cylinder is painted?
   - True
   - False

6. Cylinders that contain corrosive gases should not be stored for more than how many months?
   - 3 months.
   - 6 months.  
   - 9 months.
   - 12 months.

7. True or False... Cylinders containing flammable gases and cylinders containing oxidizers can be safely stored together?
   - True
   - False